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PN
mm ” mm m mm mm bar bar #

7022 4278-17022 8 5/16 15 0.300 20 150 5.7 23  3
7023 4278-17023 10 3/8 17 0.300 20 150 5.7 23  3
7024 4278-17024 12 1/2 19 0.300 20 150 5.7 23  3
7025 4278-17025 15 19/32 22 0.300 20 150 5.7 23  3
7026 4278-17026 18 11/16 26 0.300 20 150 4.6 19  3
7027 4278-17027 22 7/8 30 0.300 30 150 4 16  3
7028 4278-17028 25 1 33 0.300 30 150 4 16  3
7029 4278-17029 28 1 1/8 37 0.400 30 200 3 12  3
7030 4278-17030 30 1 3/16 39 0.400 30 200 3 12  3
7031 4278-17031 32 1 1/4 41 0.400 40 200 3 12  3
7032 4278-17032 35 1 3/8 44 0.600 40 300 2.8 11  3
7033 4278-17033 38 1 1/2 47 0.600 40 300 2.8 11  3
7034 4278-17034 40 1 9/16 49 0.600 40 300 2.5 10  3
7035 4278-17035 45 1 3/4 54 0.600 50 300 2.5 10  3
7036 4278-17036 50 2 59 0.600 50 300 2.3 9  3
7037 4278-17037 55 2 3/16 64 0.600 60 300 2.1 8.5  3
7038 4278-17038 60 2 3/8 70 0.600 60 300 1.8 7.5  3
7041 4278-17041 65 65 75 0.600 65 300 1.8 7.5  3
7042 4278-17042 70 2 3/4 80 0.600 70 300 1.6 6.5  3
7043 4278-17043 75 3 87 0.600 75 300 1.4 5  3
7044 4278-17044 80 3 1/8 92 0.600 80 300 1.2 5  3

PRODUCT TYPE: COOLING SYSTEMS

RECOMMENDED FOR: Coolant hose for passenger cars, trucks, buses, 
tractors and other industrial-type applications 
requiring versatile, symmetrical, 90° hose.  
Easy to cut to size and to install.

RESISTANT TO: Engineered to resist electrochemical degradation;  
the leading cause of hose failure.

CONSTRUCTION: SHAPE: Preformed

 TUBE: EPDM

 REINFORCEMENT: Aramid

 WIRE: -

 COVER: EPDM

STANDARDS: SAE NORM  SAE 20R4 class D2

 DIN NORM DIN 73411 class A

TEMPERATURE:

 -40°

°c

 

°c

135°

FLEETRUNNER™ 90° EPDM/ARAMID HOSE


