
Mercedes, E-Class 2010 Original Vehicle Before Assessment 



Mercedes, E-Class 2010   Under Bonnet Cross Dimensional Measurement 

X 
Y 

“X” Measures a distance of: 1370 mm 

“Y” Measures a distance of: 1370 mm 
Vehicle Within Required Tolerance 



Mercedes, E-Class 2010    Original Bonnet Gaps 
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Mercedes, E-Class 2010                   TYG              Bonnet Gaps 
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Mercedes, E-Class 2010                           Badge on bonnetMercedes, E-Class 2010                           Badge on bonnet



(Alternative) Bonnet L/H 

(Alternative) Bonnet L/H 

Original Bonnet L/H 

Original Bonnet L/H 

Mercedes, E-Class 2010 

4,60mm 

3,75mm 

4,49mm 
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4,23mm 
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(Alternative) Bonnet L/H 

(Alternative) Bonnet L/H 

Original Bonnet L/H 

Original Bonnet L/H 

Mercedes, E-Class 2010 

4,39mm 
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Original Bonnet R/H 

Original Bonnet R/H (Alternative) Bonnet R/H 

(Alternative) Bonnet R/H 

Mercedes, E-Class 2010 
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Original Bonnet R/H 

Original Bonnet R/H (Alternative) Bonnet R/H 

(Alternative) Bonnet R/H 

Mercedes, E-Class 2010 
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Mercedes, E-Class 2010 

•  No Faults Identified 

•  Comparative Fit Quality To Original 

  

•  VTF Judgement:  PASS 


